
EPOXY PATCH
MORTAR

Product Data

Stratrock Epoxy Patch Mortar is formulated as a 
100% solids general purpose industrial epoxy patch 
mortar with excellent resistance to a broad range 
of chemical and abrasive conditions. Designed for 
use in the harsh environments of food and beverage 
processing plants. Features easy to use epoxy 
mortar to repair damaged concrete and control 
expansion joints in concrete. Color packs available. 

Description
Epoxy Patch Mortar is a three component troweled 
epoxy mortar system consisting of epoxy resin, 
curing agent, and blending aggregates.

Applications
• Polymer concrete projects
• Warehouse floors
• Loading docks
• Mechanical rooms
• Parking decks and ramps
• Food storage areas
• Bridge decks and nosings
• Runways
• Airfield in-pavement lightning projects

Features and Benefits
• No measuring of components
• Pre-measured resin, hardener and specially 

blended “non-dusting” aggregate
• Low modulus resin binder used for stress relief 

and resistance to impact
• Resistant to thermal and mechanical movements
• Moisture insensitive
• No priming required
• Rapid cure, minimizes down time
• May be applied as low as 40 °F (4 °C)

Clean Up
Clean tools and application equipment immediately 
after use with methyl ethyl ketone or acetone. Clean 
spills or drips while still wet with same solvent. 
Dried Epoxy Patch Mortar  will require mechanical 
abrasion for removal.

Physical & Chemical Characteristics

Pot Life   20 to 30 minutes

Initial Cure   3 to 4 hours
(1/2” (13mm) thick)

Tensile Strength   2,700 psi
(ASTM D-638)

Tensile Elongation   45%
(ASTM D-638)

Tensile Strength   1,250 psi
(ASTM C-307)

Flexural Strength   3,600 psi
(ASTM C-580)

Hardness   85
(ASTM D-2240/Shore D)

Water Absorption   24 Hours: <0.5%
(ASTM D-570)

Thermal Compatibility   Passes
(ASTM C-884)

Effective Shrinkage   Passes
(ASTM C-883)

Adhesion to Concrete   Concrete Failure
(ACI Method 503R-30)

Compressive Strength   At 75 °F  
(ASTM C-109M)
  4 Hours: 1,400 psi
  6 Hours: 4,000 psi
  18 Hours: 7,000 psi
  3 Days: 9,400 psi
  7 Days: 9,800 psi

Shelf Life   2 years in orignal, unopened 
package

Min/Max Thickness   .25 to 3 inches

Our representatives are available to assist 

you. For more information on our system and 

products, contact Indcon at 888-809-2365.



Packaging
0.4 ft3 kit: Contains premeasured components of Part 
A (Base), Part B (Hardener), and Part C (Aggregate) 
all contained in a 5 gal (18.7 L) bucket, yeilding 0.4 ft3 
(0.01 m3) when mixed.

Surface Preparation
Concrete surfaces must be structurally sound, 
free of loose or deteriorated concrete and free 
of dust, dirt, paint, efflorescence, oil and all other 
contaminants. Mechanically abrade the surface 
to achieve a surface profile equal to CSP 3 - 5 in 
accordance with ICRI Guideline 310.2. Any exposed 
steel must be cleaned to a “white” metal finish.

Mixing
Remove the contents from the Epoxy Patch Mortar 
kit. Premix can containing Part A (base) and Part B 
(hardener) separately. Pour the entire contents of 
Part A and Part B into the supplied pail. Mix thoroughly 
using a slow speed ½” drill and a “Jiffy” mixer. Mix 
for 3 minutes. Make sure to scrape the bottom 
and sides of mixing container while mixing. Do not 
whip air into the product while mixing. Gradually 
add the supplied aggregate to premixed epoxy 
and blend thoroughly. BE SURE TO MIX THE EPOXY 
THOROUGHLY BEFORE ADDING THE AGGREGATE.

Application
For best results, condition the Epoxy Patch Mortar  to 
75 °F (24 °C) for at least 24 hours prior to application. 
Apply epoxy repair kit immediately after mixing with 
a trowel or screed. Material should be scrubbed 
into a dry surface for best adhesion. Trowel the 
material against the edge and gradually work 
toward the center of the repair area. Immediately 
after the mortar has been placed, aggregate can 
be broadcast into the wet resin to provide a more 
textured finish. Minimum application thickness of 
Epoxy Patch Mortar is 1/4” (6 mm); the maximum 
thickness is 3” (7.6 cm).

For specific chemical resistance data, refer to the 
Epoxy Patch Mortar chemical resistance guide.

Precautions/Limitations
• Store at temperatures between 50 to 90 °F 

(10 to 32 °C).
• Do not apply at application temperatures below 

40 °F (4 °C).
• The materials should be conditioned at 75 °F 

(24 °C) when used for low temperature 
applications.

• This material should not be exposed to water 
during initial cure.

• If the repaired area is to be exposed to severe 
chemical abuse, it should be top coated with a 
chemical resistant coating.

• Do not aerate during mixing.
• In all cases, consult the Safety Data Sheet 

before use.

READ CONTAINER LABELS AND MATERIAL SAFETY 
DATA SHEET BEFORE USING ALL PRODUCTS. Contact 
with liquids Part A and Part B can cause irritation. Wear 
protective clothing. Cover hands with protective 
cream and/or gloves. WEAR CHEMICAL SPLASH 
GOGGLES. Use only with adequate ventilation.

LIMITED WARRANTY: Product manufacturer warrants that the 
products are in conformance to the formulation standards of 
manufacturer and that such products are free from manufacturing 
defects. Purchaser’s only remedy is replacement of the product. 
Manufacturer does not warrant or guarantee the workmanship 
performed by any person or company installing its products. 
In no event shall Manufacturer be liable for any incidental or 
consequential damages. This warranty is expressly given in lieu 
of all other warranties express or implied, including the warranties 
of merchantability and fitness for use and all other obligations or 
liabilities on Manufacturer’s part. Manufacturer neither assumes 
nor authorizes any person or persons to assume for us any other 
liability in connection with the sale of Manufacturer’s products. This 
warranty shall not apply to any of Manufacturer’s products which 
have been subject to alteration, abuse or misuse. Manufacturer 
makes no warranty whatsoever in respect to parts, materials 
or accessories not supplied by Manufacturer which are used in 
connection with its products. The purchaser accepts these terms 
and conditions along with Seller’s General Terms and Conditions 
and hereby expressly waives any claim to additional damages. 

CAUTION: Always keep out of the reach of children.
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